


WHEN YOU'RE READY TO PRESENT, IT'S READY TO PERFORM

WITH UNFORGETTABLE PRESENTATION

Sharp has created a new standard for compact projectors with the NotevisionA10—the model A10X is an XGA projector
and the model A10S is an SVGA projector, each with such an exceptional, yet easy-to-use feature set. They're just as
powerful in the hands of firsttime users as when employed by seasoned presenters. A truly superior value, each version
of this affordable LCD projector is one of the first to make high-end, high-performance presentation features available to
educators, trainers, corporate work groups, and small businesses. If you want to present with confidence—on the road,
in the classroom, before audiences large and small—take a closer look at the versatile NotevisionA10 series.

General Specifications

Resolution

TV Lines

Device Type

H & V Frequency
Dot Clock
Compatibility
Video System

DTV/HDTV
Compatibility

Resizing
Brightness

Contrast Ratio

Lens Type

Aspect Ratio
Remote Control

IR Carrier Frequency
Audio System
Lamp

Lamp Life

Lamp Module No.
Fan Noise

Power Source

Power Consumption

Heat Dissipation

Dimensions (w x h x d)
Weight
Cabinet Color

Limited Warranty

PG-A10X: XGA (1024 x 768) up to SXGA+ (1400 x 1050)
PG-A10S-SL: SVGA (800 x 600) up to SXGA+ (1400 x 1050)

PG-A10X: 700 TV Lines (DTV 720p)
PG-A10S-SL: 520 TV Lines (DTV 720p)

3-0.79" TFT LCD

fH 15-70 kHz/fV 43-85 Hz

12 - 108 MHz

PC, Mac and Workstation

NTSC 3.58, 4.43 / PAL50,60 M,N / SECAM

480i / 480p / 540p / 580i/ 580p/ 720p,/ 1035i / 1080i

Advanced Image ACE — up to SXGA+

PG-A10X: 1300 ANSI Lumens w/95% CCR;
1040 ANSI Lumens in Low Power Mode
PG-A10S-SL: 1500 ANSI Lumens w/95% CCR;
1200 ANSI Lumens in Low Power Mode

PG-AL10X: 450:1
PG-A10S-SL: 400:1

Recessed 1:1.2 Manual Zoom and Focus
(F) 1.9-2.2, (f) 26-:31mm

4:3 & 16:9

IR

38 kHz

1.0 Watt Monaural

SHP 165 Watt

3000 hours Standard Mode,/ 4500 hours Low Power Mode
BQC-PGA10X//1 end user replaceable*

35 dBStandard Mode /31 dB Low Power Mode

PG-A10X: 100-240 VAC, 50/60Hz
PG-A10S-SL: 100-240 VAC, 50/60Hz

240 Watt Standard Mode/ 190 Watt Low Power Mode

900 BTU/hour Standard Mode
710 BTU/hour Low Power Mode

11%%" x 3'%a" x 9%." (main body)
6.4 Ibs.

PG-A10X: White
PG-A10S-SL: Silver

3 yrs. Parts/Labor & 2 Yrs. Sharp Express Repair,
Lamp 90 Days

*Available through authorized parts distributor/dealer.
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Inputs
Input 1 — (1) RGB/Component (15 pin HD/Shared)
Input 2 — (1) S-Video (4 pin DIN)
Input 3 — (1) Composite (RCA)
Other — (1) RS-232C (9 pin DIN)
(1) 3.5mm Stereo Minijack

Included Accessories

Remote Control, Two AA Batteries, 6' Power Cord, Extra Air Filter, 9'10" RGB
Signal Cable, DIN D-Sub/RS-232C Adapter, Operation Manual, CD-ROM Manual,
“Quick Guide” label, Carry Bag

Optional Accessories

AN-C400CC Hard-sided Carry Case

AN-M200PCBAG Soft-sided Carry-on Bag (projector & PC)

AN-C400SC Hard-sided Shipping Case w/wheels & handle
AN-M100WB Hard-sided Bag w/wheels (projector & PC)
AN-PGCMO5 Ceiling Mounting Bracket

AN-EP101B Extension Tube for Ceiling Mount

AN-JT200 Angle Mount Joint for Ceiling Mount

AN-CMCSS16 16" Security Cable System for use with Ceiling Bracket
AN-CMCSS46 46" Security Cable System for use with Ceiling Bracket
AN-C3BN 5 BNC to 15 pin D-sub cable (9'10")

AN-C3CP 3 RCA to 15 pin D-sub cable (8'10")

AN-MR1EL Remote IR Recelver (for Page Up/Page Down Control)
AN-GYRO1 RF Wireless GyroRemote

AN-C10RS RS-232C Serial Control Cable (32'10")

Projection Distances: PG-A10X and PG-A10S
Screen Diagonal 40" to 300"
Min/Max Projection  4'3" to 38'9"
Distance Approx. Min/ Max Projection Distance
from Screen to Front of Lens
Download Sharp’s free lens calculator software from www.sharplenscalculator.com

Design and specifications subject to change without notice.
SHARP is a registered trademark of SHARP Corporation. All
other trademarks are property of their respective owners.
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